


USB-C2: 3.3-20V/5A (PPS), 5V/3A, 9V/3A, 12V/3A,
15V/3A, 20V/5A (Max 100W)

USB-A: 5V/3.5A, 9V/3A, 10V/2A, 12V/2.5A, 20V/1.5A
(Max 30W)

USB-C1+USB-C2: 90W+30W/60W+60W/30W+90W
(Max 120W)

USB-C1+USB-C2+USB-A: 65W+30W+18W/45W+45W
+18W/30W+65W+18W (Max. 113W)

Intelligent Power Allocation

Output for UltimatePower 90W GaN USB-C PD
Wall Charger Part No. X50090:

USB-C1: 3.3-11V/5A, 5V/3A, 9V/3A, 12V/3A, 15V/3A,
20V Max 4.5A (Max 90W)

USB-C2: 3.3-11V/5A, 5V/3A, 9V/3A, 12V/3A, 15V/3A,
20V Max 4.5A (Max 90W)

USB-A: 4.5V/5A, 5V/4.5A, 9V/3A, /12V/3A, 20V/3A
(Max 60W)

USB-C1+USB-C2: 60W+30W (Max 90W)
USB-C1+USB-A: 60W+30W (Max 90W)
USB-C1+USB-C2+USB-A: 60W+ 5V/4.8A (Max. 84W)

®

Output for UltimatePower 65W GaN USB-C PD
Wall Charger Part No. X50065:

USB-C: 5V/3A,
9V/3A, 12V/3A,
15V/3A,
20V/3.25A
(Max 65W)

USB-A: 5V/2.4A

USB-C+USB-A:
4L5W+12W
(Max 57W)

Please email us with any questions or feedback
you might have about our products to

support @ezqg.com.

1(800) 881 9305

This device complies with part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) this device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

CAN ICES-3 (B)/NMB-3(B).
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